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MATERIAL SAFETY DATA SHEET NPCA 1-

FOR COATINGS. RESINS AND RELATED MATERIALS 

DATE OFI"AEP'. 3 I 12 I 81 

' Section I l 
~------------------------------~--------~--

Administrativtl and Research Ce'"nter 1700 SOUTH MT. PROSPECT AOAO, DES PLAINES, ILLINOIS 60018 

EWERGENCY TELEPHONE 312-3 91-9000 

I"RooucTCLASS Solvent WANUFACTUAERII CODE IDENTIFICATION 

TRAOENAwe Electrostatic Solvent Reducer 000-002 

Section II- HAZARDOUS INGREDIENTS -. . TI.Y VAF'OR 
INGREDIENT PERCENT LEL P'RESSURE 

Toluene -Skin 

BOILING RANGE 

EVAPORATION RATE 

...... 

100 

CONFIDENT AL INfORMJ fiON 
T"IS IHfOI'tMAT bN IS CONr!DEN AL =0 
IS TH£ PROPER y OF OeSOTO I IT IS 
OISCLOS£0 ON y FOR THE • P~ R~OSES 
REQUIRED BY w. NO OTHER 'SC: 
CtSCLOSUR£ IS "'UTHORIZ£0. 0& 

100 

Section Ill- PHYSICAL DATA 

mg/M 1 

@20°C,m::-

375 1.2 35 

NA = Not Appli able 

VAPOR DENSITY UJ HEAVIER. D LIGHTER. THAN AlA 

w SLOWER. THAN ETHER PERCENT VOLATILE 1 O O 
BY VOLUME 

WEIGHT PER 
7 2 GALLON • 

Section IV- FIRE AND EXPLOSION HAZARD DATA 

lbs. 

oorCAuaoRv Flammable Liquid FLASHPOtNT 45°F. LEL See I 
OSHA-Flammable Liquid-Cla-ss 1B 7. z0 c. (Closed cup) 

EXTINGuiSHINGwEotA Use National Fire Protection Association Class B extinguishers 
(Carbon dioxide, dry chemical or foam) 

uNusuALFIREANOEXP'\.OSIONHAZARos Keep containers tightly closed. Isolate from heat, 
electrical equipment, spa=ks and open flame. Closed containers may explode 
when exposed to extreme heat. Do not apply to hot sur=aces. 

s,.ECIAL "'"'!I"'OMTINa ,.,.0 crouAn Water spray may be ineffective. Water may be used to cool 
closed con~ainers to prevent pressu=e build-up and possible auto ign~tion or 
explosion when exposed to ext=eme heat. If water is used, fog nozzles a=e 
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